
Specification Sheet 

Cradle Mount 700ES B-PB1

 NEW FILM CRADLE MOUNT: Saves Labor,

Film Changeover is Fast and Easy with New Design;

No Initial Set up or Assembly

 Fixed Distance Photoeye to Detect All Tray Colors

 Electronic Temperature Controlled Film Cut Off Rod

 Two Color LED for Photoeye Indication is Amber to
Convey Seal Plate Heating, and Red when Seal Plate

Reaches Sealing Temperature

 NEW Circuit Breakers Replace Fuses for Fast and Easy

Reset with Less Maintenance

 On-Demand Timer Controlled Heated Seal Plate That

Significantly Reduces Power Consumption by 80%

 Seal Plate Reaches Seal Temperature Within Seconds

 Thermistor Controlled Circuit that Reduces Power

Consumption as Residual Heat Increases in Seal Plate

 GFCI for Improved Circuit Integrity and Protection

 Stainless Steel Front Plate for Easy Wipe Down

 Rigid Aluminum And Stainless Steel Construction

 Stainless Steel Wrapping Surface

 20” Maximum Roll Width, 8” Maximum Roll Diameter

 Supplied With A Replaceable Non-Stick Cover to Maintain

A Hygienic Seal Surface

 Local Utility Rebates may be Available

FEATURES 

BIZERBA MODEL 700ES B-PB1 
FILM MOUNT NEW Cradle System 

FILM CAPACITY 20” 

SEAL PLATE 6” x 15” 

OVERALL 

DIMENSIONS 

24.75” D, 23” W, 9” H  

(63 D, 59 W, 23 H cm) 

ELECTRICAL 

SPECIFICATIONS 
115 Volt, 60Hz, 132 Watts 

WEIGHT 28 lbs. (13kg) 

OTHER FEATURES No Assembly Required, Quick Film Changeover 

COMPARABLE TO 600A & 625A

ON DEMAND SEAL PLATE SIGNIFICANTLY REDUCES ENERGY CONSUMPTION 

MODEL SPECS 

FOOD SERVICE
Revised 2018



Model #: 700ES B-PB1
C.S.I. Division 11 | Section 400
Project Name: _________________________ AIA #______
Location: _____________________________ SIS  #______
Item Number: ________________________
Quantity: ____________________________ Food Service

Bizerba Service Warranty
The 700ES B-PB1 & 700ES MINI-B-PB1 tabletop wrapper carries a one-year, on-site parts and labor warranty against any flaws in materials and workmanship. This period begins with the 
date of purchase and, provided the unit is used properly in accordance with our instructions, is in full effect for one year from that date. Any work to be performed under this warranty must 
be performed between the hours of 8:00 a.m. and 4:30 p.m. local time, Monday to Friday. Bizerba will not pay over-time charges for work performed other than during normal business 
hours. Accessories have a 30-day replacement or repair warranty for the period beginning on the date of purchase. Damages incurred in transit or from installation error, accident, 
alteration or misuse are not covered. Transit damages should be reported to the carrier immediately. Bizerba shall not be liable for any consequential, compensatory, incidental, or special 
damages. All warranty work must be performed by a factory authorized Bizerba Representative.

HEAT SEAL, LLC

4922 East 49th Street, Suite100 
Cleveland, OH 44125 USA 
800.342.6329 | 216.341.2022 
Fax: 216.341.2163 
CustServ@HeatSealCo.com 
www.HeatSealCo.com

Bizerba USA Inc.
1804 Fashion Court 
Joppa, MD 21085 
USA 
Tel. Office +1 732 565-6000          
Tel. Service +1 732 565-6001 
Fax +1 732 819-0429
us.foodservice@bizerba.com         
www.bizerba.com 

Bizerba de México, S.A. de 
C.V. Av. Rio Mixcoac No. 157
Colonia Florida
01030 México, D.F.
México
Tel. +52 55 5663-1397
Fax +52 55 5663-1296
contacto@bizerba.com.mx 
www.bizerba.com.mx

Bizerba Canada Inc. 
6411 Edwards Blvd. 
Mississauga, Ontario L5T2PT 
Canada
Tel. +1 888 240-3722 
French Tel. +1 877 699-2199 
Fax +1 905 816-0497 
ca.info@bizerba.com
www.bizerba.ca
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