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STD 1.8b-2009 (2011)
Conforms to NSF/ANSI STD.4
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1 1 YEAR PARTS AND LABOR WARRANTY

Toll Free: 855-855-0399 Email: info@atosausa.com
www.atosa.com | www.atosausa.com
California, Colorado, Florida, Georgia, Illinois,  
New Jersey, Ohio, Texas, Washington

ATOSA USA, INC.

“WE MAKE THE KITCHEN BETTER!”

Standard Features
• Stainless steel exterior & interior
• Welded steel frame with swivel casters
• 50 lb and 80 lb capacity
• Low profile design for placement
      under the fryer drain
• Lift-out filter pan for easy cleaning
• Easy to remove filter assembly for 
      easy filter paper replacement
• Reversible heavy-duty pump
• Controls: On/Off/Heater
• 5’ flexible, high temperature return hose and wand 

with heat resistant handle. Quick-disconnect hose 
connection makes it easy to assemble

• Includes a filter catch basket and clean out scoop

Optional Accessories
• FP-1324-5 Filter paper for FPOF-50
     (100 sheets/box)
• FP-17287-5 Filter paper for FPOF-80
     (100 sheets/box)

Portable Fryer 
Filters

FPOF-50 / FPOF-80

FPOF-50

FPOF-80
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SPECIFICATIONS

PLAN VIEW
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FPOF-80 SIDE VIEWFPOF-50

Models Voltage
(V/Hz)

Capacity
(lbs)

Packing
Dimensions

(inch)

FPOF-50

FPOF-80

115/60

115/60

50

80

5

5

3

3

135

156

81

97

Amps
(A)

Net
Weight

(lbs)
Casters
(inch)

Gross
 Weight

(lbs)

187/8×317/8×293/4

227/8×357/8×293/4

Exterior
Dimensions

(inch)

161/4×291/2×24

201/4×331/2×24


