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watt n. mm n. mm mm mm kg mm kg

Hot Dog 3 600 1ph 3 ø152 x h.194 30 450 320 365 9.5 500x370x500 11

Hot Dog 4 600 1ph 4 ø152 x h.194 30 450 320 365 10 500x370x500 11.5

Roberto 875 1ph 6 - - 450 320 294 8 500x370x500 9.5
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HOT DOG
• Pyrex container for steming hot dogs.
• Stainless steel basket for hot dogs.
• Heating up controlled by a symosthat.
• Sealed electric components protected against 

leaks.
• Anodized aluminium bun warmers.

ROBERTO
• Heating up controlled by a symosthat.
• Sealed electric components protected against 

leaks.
• Anodized aluminium bun warmers.

HOT DOG
• Contenitore in pirex per la cottura del wurstel.
• Cesto di contenimento wurstel in acciaio inox.
• Regolazione della potenza con simostato.
• Componenti elettrici auto-protetti da eventuali 

perdite di liquidi.
• Riscaldatori pane in alluminio anodizzato.

ROBERTO
• Regolazione della potenza tramite simostato.
• Componenti elettrici auto-protetti da eventuali 

perdite di liquidi.
• Riscaldatori pane in alluminio anodizzato.

hot dog warmers and bread warmers
scaldawürstel e scaldapane
HOT DOG - ROBERTO

HOT DOG 3

HOT DOG 4 ROBERTO

Snack e Pizza - Snack and Pizza




