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Crepe Makers - Electric 
Models: KCME-1RND, -1RCT, -2RCT ✺

The Hatco®/Krampouz® Crepe Makers are designed 
for professional use in commercial kitchens or display 
cooking locations. The adjustable temperature control 
enables operators to cook excellent, consistent quality 
crepes from a variety of different batters. The exclusive 
heating elements combined with a heavy duty, machined 
cast iron surface provide exceptional heat distribution 
over the entire griddle for even and fast cooking.

Standard features
• Stainless steel frame, with a cast iron griddle, is designed for 

quality and durability

• Coiled and insulated heating elements create perfect heat 
distribution across the surface of the plate for consistent, 
uniform cooking

• Adjustable temperature control of 120° – 570°F (50° – 300°C)

• The KCME-1RND (120V) can be used for up to five hours 
continuously. The Heavy Duty Crepe Makers are powerful for a 
full day of breakfast, lunch and beyond

• Single or double✺ griddle crepe makers

• Griddle diameters are 15.75" (400 mm)

• Comes with a spreader and spatula
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Accessories
cMetal Spatula with plastic handle
cRound Steel Spreader
c Flat Beech Spreader
c Abrasive Cleaning Stone
cCleaning Pad - with two replaceable cleaning wipes
cReplacement Pads - 15 cleaning wipes
cCrepe Cookbook

KCME-1RCT

KCME-2RCT ✺

KCME-1RND ✺, 120V

KCME-1RND, 120V and
KCME-2RCT, 208−240V US only

KCME-1RND, 208−240V

Metal Spatula Round Steel 
Spreader

Flat Beech 
Spreader

Abrasive 
Cleaning Stone

Cleaning Pad Replacement 
Pads

✺  Double griddle crepe maker is not available in Canada.

https://www.hatcocorp.com/en
https://www.hatcocorp.com/cms/IOMANUALS/000000027507860-00000-20190401.PDF
http://messenger.providesupport.com/messenger/09icew6fjvmk507jd84boe6v2r.html
https://www.hatcocorp.com/en/equipment/krampouz/electric-crepe-makers/electric-crepe-maker-kcme


HATCO CORPORATION   l   P.O. Box 340500 Milwaukee, WI 53234-0500 U.S.A.   l   (800) 558-0607   l   (414) 671-6350 
www.hatcocorp.com   l   support@hatcocorp.com    l   Find a Hatco Rep   l   Image Library   l   Document Library   l   Patents   l   Chat

Crepe Makers - Electric 
Models: KCME-1RND, -1RCT, -2RCT
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FRONT VIEW SIDE VIEW

5.02"
(128 mm)

19.69" (500 mm) 18.22" (463 mm)

KCME-1RND 120V ✺

SPECIFICATIONS    
Crepe Makers - Electric, Light Duty 
Model Item No. Description Dimensions (W x D x H) Voltage Watts Amps Plug  Unit Weight*

KCME-1RND✺ KCME.1RND515
Single,  

Round Frame 
19.69" x 18.22" x 5.02"  
(500 x 465 x 128 mm)

120 1740 14.5 NEMA 5-15P 37 lbs. (17 kg)

	 *  Unit weight does not include packaging. 
	 ✺  Not available for Canada.

https://www.hatcocorp.com/en
http://messenger.providesupport.com/messenger/09icew6fjvmk507jd84boe6v2r.html
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FRONT VIEW SIDE VIEW

7.50"
(191 mm)

16.93" (430 mm) 20.52" (521 mm)

FRONT VIEW SIDE VIEW

7.7"
(196 mm)

36.54" (928 mm) 18.5" (470 mm)

CORD LOCATION
 Bottom center of unit. NEMA 6-20P

PLUG CONFIGURATIONS
NEMA 5-15P

PRODUCT SPECS
Crepe Makers - Electric
The Crepe Makers - Electric shall be Model ... as distributed by the Hatco 
Corporation, Milwaukee, WI 53234 U.S.A.
The Crepe Maker shall be rated at ... watts, ... volts, and be ... inches (millimeters) in 
overall width. 
It shall consist of stainless steel frame and cast iron cooking plates. Crepe Makers 
feature a Power I/O (on/off) switch, coiled elements, adjustable temperature control 

and a heating indicator. All units are equipped with a factory attached 6' (1829 mm) 
power cord and plug.
Accessories shall include a Spatula, Steel or Wooden Spreader, Abrasive Ccleaning 
Stone, Cleaning Pads, Replacement Cleaning Pads and Cookbook.
Warranty consists of 24/7 parts and service assistance (US and Canada only).

SPECIFICATIONS    
Crepe Makers - Electric, Heavy Duty
Model Item No. Description Dimensions (W x D x H) Voltage Watts Amps Plug  Unit Weight*

KCME-1RND KCME.1RND620
Single,  

Round Frame 
19.69" x 17.83" x 6.79"  
(500 x 450 x 175 mm) 208–240■ 2816−3750 13.5−15.6 NEMA 6-20P 51 lbs. (23 kg)

KCME-1RCT KCME.1RCT620
Single,  

Rectangle Frame 
19.61" x 18.5" x 7.63"  
(498 x 475 x 195 mm)

208−240
■ 2816−3750 13.5−15.6 NEMA 6-20P 53 lbs. (24 kg)

KCME-2RCT✺ KCME.2RCT2620
Double,  

Rectangle Frame 
36.54" x 18.5" x 7.7"  
(928 x 475 x 195 mm)

208−240
■ 5632−7500 27.0−31.2 NEMA 6-20P 103 lbs. (47 kg)

	 *  Unit weight does not include packaging. 
	 ■

  Unit is designed to operate on supply voltages between 208V and 240V.
	 ✺  Not available for Canada.

KCME-2RCT ✺
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KCME-1RCT

FRONT VIEW SIDE VIEW

6.79"
(173 mm)

19.69" (500 mm) 17.83" (453 mm)

KCME-1RND 208−240V

Crepe Makers - Electric 
Models: KCME-1RND, -1RCT, -2RCT
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